
M5

Advantages 

● Good sealing performance, with IP class up to IP 67.

● Micro connectors, save space.

● Suitable  for continuous shock and vibration environment.

● compatible with same series connectors on the market.

 

Features

● Cable material: PUR, PVC.

● IP-class: IP67.

● Wire connection method is optional.

● Compliance with IEC 61076 standard.

M5

 

  M-Molding Type 

    A-Assembly Type (Solder)

    B-Assembly Type (Screw)

    D-Solder Type

    P-PCB Type

    R-PCB Type

    

Circular Connectors Part Number

For example：

1. M5 female plug 4Pin：PM-M5A-04P-FF-SL7A01-00A(H)

    Details: Plastic covered at the end of wire, M5 A-Coding, 4Pin, female socket female Pin, thread locked, straight head, IP67, PVC black kacket. 

    Covered by UL2517 wire, the length of 1.0M,standard products.

Circular Connectors Part Number Reference

AHP

00-Standards
01～99-Extended products

Number of Contacts

03, 04Pin

With or without Shielded 

    SH- Shielded

    Unshielded 

Contact Type 

M - Male 

F - Female 

Mating Style 

    S - Screw 
    P - Push Pull 

    M- Male Connector 

    F- Female Connector 

Connector Style

    A -  A-Coding
      

Coding

    4 = IP 54
    5 = IP 65
    6 = IP 66
    7 = IP 67
    8 = IP 68

 IP Class 

M5

    L - Straight ( For Molding and Assembly)

    R - Right Angle ( For Molding and Assembly)

    S - Square (For Panel) 

    F - Front Hexagonal (For Panel)

    H - Rear Hexagonal (For Panel) 

    W - Front Circular (For Panel)

    N - Rear Circular (For Panel)

    

Back Shell Style
       P-Plug 
    (For Molding and Assembly)
   S -Socket 
    ( For Panel) 

Quality grade
 
“H”RoHS Complaint

M5 Series

Serial Number

000: Phantom 

Without Cable ( A,B)

001 

For Panel ( P,R,D)

    001:M5*0.5

    002:M7*0.75

With Cable (Processing method: M)

X:

    A-PVC UL2517 Black Cable  

    B-PU UL20549 Black Cable 

    E-Cate 5E Cable(2Pair/4Pair) 

XX:01 - 1M ~

       99 - 99M

Panel with wire harness

( C,D)

UL1061

X:

    A(Bonding wire): M5*0.5

    B(Bonding wire): M7*0.75

XX:Length (150~1500mm)

    15:150mm        30:300mm

    50:500mm

    A0:1000mm      A1:1100mm
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Assemble Style

Special coding
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Assemble Style 

  M-Molding Type 

    A-Assembly Type(Solder)

    B-Assembly Type(Screw)

    D-Solder Type 

    P-PCB Type (180)

    R-PCB Type (90)

    C-Crimping Type 

    E-Crimping Cable Type 

    L-LED Type

Circular Connectors Part Number

For example：

1. M8 female plug 5Pin：PM-M8B-05P-FF-SL7A01-00A(H) 

    Details: Plastic covered at the end of wire M8 B-Coding 5Pin female socket female Pin thread locked straight head IP67 PVC black kacket. , , , , , , , 

    Covered by UL2517 wire  the length of 1.0M standard products., , 

Circular Connectors Part Number Reference

AHP

Special coding

00-Standards

01～99-Extended products
Number of Contacts

03,04,05,06,08Pin

With or without Shielded 

    SH- Shielded 

    Unshielded

Contact Type 

     M - Male 

     F - Female 

Mating Style 

    S - Screw 

    P - Push Pull  

    M- Male Connector

    F- Female Connector 

Connector Style

    A -  A-Coding

    B -  B-Coding  

Coding

    4 = IP 54
    5 = IP 65
    6 = IP 66
    7 = IP 67
    8 = IP 68

IP Class 

M8

Serial Number
000: Phantom  
Without Cable ( A,B)

001: Cable OD: 4.0~6.0mm  

For Panel ( P,R,D)
    001:M10*0.75 
    002:M8*0.5
    003:M8*1.0
    004:M12*1.0
    005:M8*1.0
With Cable (M)
X:
    A-PVC UL2517 Black Cable  
    B-PU UL20549 Black Cable
    C-PVC UL2517 Black Cable For UL 
    D-PUR UL20549 Black Cable For UL   
    E-Cate 5E Cable(2Pair/4Pair) 
    X-Cate 6A Cable 
XX:01 - 1M ~
       99 - 99M

Panel with wire harness
( C,D)
UL1061
X:
    A:M10*0.75

    B:M8*0.5

    C:M8*1.0

    D:M12*1.0

XX:Length (150~1500mm)
    15:150mm     30:300mm
    50:500mm

    A0:1000mm     A1:1100mm
    

    L - Straight (For Molding and Assembly)
    R - Right Angle ( For Molding and Assembly)
    S - Square (For Panel) 
    F - Front Hexagonal (For Panel)
    H - Rear Hexagonal (For Panel) 
    W - Front Circular (For Panel)
    N - Rear Circular (For Panel)
    P - PGP (For Crimping Cable)
    M - M16 (For Crimping Cable)

Back Shell Style
       P-Plug 
    (For Molding and Assembly)
   S -Socket 
    (For Panel) 

Quality grade

“H”RoHS Complaint

M8

M8
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Advantages 

● Good sealing performance ,with IP class up to IP 67.

● Dimension optimization,save space.

● Shield is optional,provide reliable electromagnetic protection.

● Wire connection method is optional, suitable for continuous 

   shock and vibration environment.

● Connection technology is suitable for all application field. 

● Compatible with same series connectors on the market.

 

Features

● Cable  material: PUR, PVC.

● IP-class: IP67.

● Shield is optional.

● Wire connection is optional.

● Complaince with IEC 61076 standard.

M8 Series
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Circular Connectors Part Number

Circular Connectors Part Number Reference

P

00-Standards

01～99-Extended products

Number of Contacts

03,04,05,06,

08,10,12,17Pin

With or without Shielded 

    SH- Shielded  

    Unshielded  

Contact Type 

     M - Male  

     F - Female  

    M- Male Connector

    F- Female Connector

Connector Style

    4 = IP 54
    5 = IP 65
    6 = IP 66
    7 = IP 67
    8 = IP 68

IP Class 

M12 AH

Quality grade

"H"RoHS Complaint

Coding

A - A-Coding 
B - B-Coding 
D - D-Coding
S - S-Coding
T - T-Coding
X - X-Coding

M12
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M12 Series

Special coding

For example：

1. M12 female plug 5Pin：PM-M12A-05P-FF-SL8A01-00A(H) 

    Details: Plastic covered at the end of wire M12A-Coding 5Pin female socket female Pin thread locked straight head IP68 PVC black kacket. , , , , , , , 

    Covered by UL2517 wire  the length of 1.0M standard products., , 

Mating Style 

    S - Screw  

    P - Push Pull  

    L - Straight ( For Molding and Assembly)
    R - Right Angle ( For Molding and Assembly)
    S - Square (For Panel) 
    F - Front Hexagonal (For Panel)
    H - Rear Hexagonal (For Panel) 
    W - Front Circular (For Panel)
    N - Rear Circular (For Panel)
    P - PGP (For Crimping Cable)
    M - M16 (For Crimping Cable)

Back Shell Style
       P-Plug 

    (For Molding and Assembly)

   S -Socket 

    (For Panel) 

● Good sealing performance,with IP class up to IP 68.

● Used in the signal transmission,data transmission,

    power supply etc. 

● With different coding,prevent error connection.

● Shield is optional, provide reliable electromagnetic 

    protection.

● W ire connection method is optional,suitable for 

   continuous shock and vibration environment.

● Connection technology is suitable for all application field.

● Compatible with same series connectors on the market.

Advantages Features

● Cable material: PUR, PVC.

● IP-class: IP67, IP68.

● Coding is optional. 

● Shield is optional.

● Wire connection method is optional.

● Compliance with IEC 61076 standard.

 

Serial Number

000: Phantom 
Without Cable (A,B)
Unshield
001: Cable OD: 4.0~8.0mm 
Shield
001: Cable OD: 4.5~6.0mm
002: Cable OD: 6.0~7.5mm
003: Cable OD: 6.5~10.0mm(For X-Code)

For Panel (P,R,D)
    000:14*14
    001:PG9 
    002:M16*1.5
    003:M12*1.0
    004:PG9 
    005:M16*1.5 
    006:M12*1.0 
    007:PG9 
    008:M16*1.5

With Cable (M,P,E)
X:
    A-PVC UL2517 Black Cable
    S Coding-UL2570
    T Coding-UL2464
    B-PU UL20549 Black Cable
    S Coding-UL20940
    T Coding-UL20549
    C-PVC UL2517 Black Cable For UL 
    D-PUR UL20549 Black Cable For UL  
    E-Cate 5E Cable(2Pair/4Pair) 
    X-Cate 6A Cable 
XX:01 - 1M ~
       99 - 99M

Panel with wire harness( C,D)
UL1061
X:
    0:14*14
    A:PG9 
    B:M16*1.5
    C:M12*1.0
    D:PG9 
    E:M16*1.5 

XX:Length (150~1500mm)
    15:150mm       30:300mm
    50:500mm
(≥1M)
    A0:1000mm     A1:1100mm

Assemble Style 

  M-Molding Type 

    P-Molding Type 

    Y-Molding Type
     A-Assembly Type (Solder)

    S-Assembly Type (Solder)
    B-Assembly Type (Screw)

    W-Assembly Type (Screw).
    L-LED Type
    D-Solder Type
    P-PCB Type
    R-PCB Type 
    C-Crimping Type 
    E-Crimping Cable Type

M12
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Circular Connectors Part Number

Circular Connectors Part Number Reference

M23

● Perfect compatibility with each brand.

● A variety of combinations  meet multiple installation 

   environments.

● 360 ° EMC shielding, suitable for complex electromagnetic 

    environments.

● Optimize the structure. Improve the wire ends locking to 

    reduce trouble risks; Innovative anti-return contact pins 

    to prevent the internal structure from loosening; Second 

    locking system improve product reliability.

● Anti-vibration ensure high reliability in harsh environment.

● Easy installation, even non-professionals can quickly complete 

   the assembly and replace the defective parts.

● Complete test report.

Advantages Features

● Rated current: up to 28A

● Rated voltage:up to 630V

● Signal: 12 Pins, 17 Pins

● Power: 5+PE

● Hybrid: 5+3+PE

● Protection Degree:IP67

● Assembly and panel type Installation

● Suitable for standard connection technology

 

M23 Series

For example：

Assembly Type ignal ：S  06Pin PCSH-M23P-06P-FF-SL7001-00A(H)  

Details: Assembly Type, female socket female Pin thread locked straight head IP67 standard products.  M23 Power,6Pin, , , , ,   

P

00-Standards
01～99-Extended products

Number of Contacts

06,09,12,17Pin

With or without Shielded 

    SH- Shielded 

 

Contact Type 

     M - Male 

     F - Female 

    M- Male Connector

    F- Female Connector 

Connector Style

    4 = IP 54
    5 = IP 65
    6 = IP 66
    7 = IP 67
    8 = IP 68

IP Class 

M23

Serial Number

AH

000: Phantom 
Without Cable (A,C)
    001: (OD:8.5~12)
    002: (OD:5~8.5)
    003: (OD:12~14)

For Panel ( P,R,D)
    001:M25*1.5
    002:M21*1.5
    
For Square (A,C)
    000:19.8*19.8
    001:22.6*22.6

Special coding

Assemble Style 

  M-Molding Type

    A-Assembly Type(Solder)

    C-Assembly Type(Crimp)

Mating Style 

    S - Screw 

    P - Push Pull 

    L - Straight (For Molding and Assembly)
    R - Socket elbow (For Molding and Assembly)
    B - Plug elbow (For Molding and Assembly)
    S - Square (For Panel) 
    F - Front Hexagonal (For Panel)
    H - Rear Hexagonal (For Panel) 
    W - Front Circular (For Panel)
    N - Rear Circular (For Panel)

Back Shell 

Coding

P – Power 
R – Signal Clockwise
L – Power(3+PE+5_C)
E – Power(3+PE+5_A)
F – Power(3+PE+4)
H – Hybrid

Style
    

P – Plug ( For Molding
and Assembly)
S – Socket ( For Panel) 
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